IPS CARBON STEEL PIPE - FIRE PROTECTION VALVES

VICTAULIC® 1S AN IS0 8001 CERTIFIED COMPANY

Series 702 FireLock® Butterfly Valve

with weatherproof actuator for 175 psi service

PRODUCT DESCRIPTION

The Series 702 butterfly valve features a weatherproof actuator housing approved for indoor or outdoor
use. It has a ductile iron body and disc with EPDM disc coating. The body is coated with a heat fused
polyphenylene sulfide blend to meet FM requirements and the new coating requirements for the 5th
edition of UL-1091. For fire protection services, Series 702 valve is UL Listed and FM Approved for 175
psi (1206 kPa) service. Flow performance exceeds UL Specification 1091 and FM Approval Standard
1112,

Weatherproof Actuator

Supervisory switches for valves are available 21/; - 10" (65 - 250 mm) pre-wired (PW).

Tapped Outlets

Series 702 valves are available with four 3/, NPT tapped outlets, two upstream and two downstream of
the disc. Locations of these ports are detailed by the diagram below.

W<

2% - 6" Sizes

See Victaulic
publication 10.01
for details.
8-10" Size
Valve Size Dimensions - Inches/millimeters
Nominal Actual
Diameter | Out. Dia. Aprx.
Inches Inches EtoE Hgt. Wagt. Ea.
mm mm A B c D E F G* H J K L M N 0 Lbs./kg
21/ 2.875 6.00 3.00 9.80 3.92 1.80 1.78 5.30 5.45 8.10 0.97 4.50 6.97 1.13 225 9.4
65 730 152 76 249 100 48 45 135 138 206 25 114 177 29 57 4,2
76.1 mm 3.000 6.00 3.00 9.80 392 1.80 1.78 5.30 5.45 8.10 0.97 450 6.97 1.13 225 9.4
y 76,1 152 76 249 100 46 45 135 138 206 25 114 177 29 57 4,2
3 3.500 6.25 3.12 10.48 4.28 214 210 5.30 5.45 8.10 0.97 4.50 7.61 1.28 2.56 10.2
80 839 189 79 266 109 54 53 135 138 206 25 114 193 33 65 4.6
4 4.500 6.63 3.32 11.89 465 2.71 2.60 5.88 5.45 8.39 0.97 4.50 9.05 1.38 275 15.8
100 1143 168 84 302 118 69 66 149 138 213 25 114 230 35 70 Al
6 6.625 7.00 3.50 13.74 5.65 361 3.60 7.63 5.45 9.27 097 4.50 10.82 1.67 3.33 26.0
150 168,3 178 89 349 144 92 91 194 138 236 25 114 277 42 85 11.7
8 8.625 8.00 4.00 16.92 7.94 5.00 5.40 10.80 8.28 13.68 2.05 6.00 14.06 1.84 3.69 540
200 2181 203 102 430 202 127 137 274 210 348 52 152 357 47 94 24.3
10 10.750 8.00 4.00 19.14 8.69 5.84 6.40 1220 | 10.09 | 16.19 2.05 9.00 15.77 1.88 3.76 86.0
250 273.0 203 102 486 221 148 155 310 256 411 52 229 401 48 96 39
* Indicates maximum envelope width.

$ Contact Victaulic Company of Canada for ULC Listings.
1. To prevent rotation of valves, it is recommended that Series 702 be installed with Victaulic Style 07 Zero-Flex®, Style 005 FireLock or Style HP-70 Rigid Couplings. !f Victaulic flexible
couplings are used, additional support may be required.

2. Victaulic grooved end butterfly valves are permitted for use with grooved end pipe (IPS) only. Not permitted for use with plain end (IPS) or grooved end cast ductile iron pipe.

3. Serles 702 valves are designed for ambient weather conditions as opposed to submersible service.
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